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" DELTA

S ——
Linien-Verstarker/Line-ampl.

_ LHD#

Art-Ne: 57002007

NETWORK

MANAGEMENT

SYSTEM

Linien-Verstarker LHD 41(R)
Vorwartsverstarkung: 40 dB
Riickwegverstarkung: 26 dB

Eigenschaften:

Kabelnachbildung DS 0/5/10 dB
Pegelsteller DS 0...20 dB
Entzerrer DS 0...25 dB
Verstéarkung schaltbar 30/40 dB
Interstage-Entzerrer DS 0...15 dB
Riickwegverstarker integriert
Fostra-F US Dampfung 0/6/45 dB
Entzerrer US 0...10 dB
Pegelsteller US 0...20dB

Line-extender LHD 41(R)
Downstream gain: 40 dB
Upstream gain: 26 dB

Features:

Cablesimulator DS 0/5/10 dB
Attenuator DS 0...20dB
Equalizer DS 0...25 dB
Switchable gain 30/40 dB
Interstage slope DS 0...15 dB
Return path amplifier integrated
Fostra-F US attenuator 0/6/45 dB
Equalizer US 0...10 dB
Attenuator US 0...20dB

Druckgussgehause Die-cast housing
Verstarker-Klassifizierung | Amplifier classification

UPC-Classification [Type 2
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Ubertragungseigenschaften / Transmission parameter . Elektrische und allg. HF — Kennwerte / Electrical and general RF specification
g 2 Eae S : = . , E . . Befnefkunﬁenl
Downstream . . . ; min. typ.: | S o
- Bemerkungen/ m r - 200 e e Lo
. - ’gg)aernkjs - ) Netznennspannung / Input power rated voltage v~ 28 65 50 H;: LHD 41R
Frequenzbereich / frequency range MHz 105 1006 diplexer Netzteiltyp / power supply type SwitchSAc/lr:)?;:en:toz»:fe"r/s ol
Verstarkung / gair.) dB 38,5 40 41 v switch 30/40dB Netzkabellange / power cord length = 11 | 13 l
F‘requenzgang ! ripple dB 0.5 0,75 Netzstecker-Typ / power cord type Euro
f’"gf”gsf’egte‘s‘e”e” B 0 20 [ldBsteps ; Leistungsaufnahme / - 16,5 bei / at 230 V~
Apulaienuaion Acfory presof - power consumption 16,5 bei / at 50 V~
Eingangsentzerrer / Input equalizer dB 0 25 1 dB steps Fernspeisungsdurchleitstrom / A = off 10
_ max. remote current
[nterstage-Dampfqu dB 0 6 UPP1 A ~ eff 0,90 28 VAC
interstage attenuation A~ off 0,88 30 VAC
Interstage-Preemphase / Slope dB 0 15 1 dB steps A ~ eff 0,74 35 VAC
= = - A ~ eff 0,65 40 VAC
Riskflussdamping Ein-& Ausgang /)  1p 18dB,- 1,5dB / Oct.min 12dB - A~ eff 0,60 45 VAC
return loss input and output A~ off 055 50 VAC
Rauschmal / noise figure dB X 74 e eff : 0 55 VAC
Ausgangspegel / output level 41 Ch, | 0 109 110 Consumption related to remote voltage |z— eﬁ 22 O VAE
CENELEC, flat, CSO/CTB>60 dB H g 0,47 A
A ~ eff 0,42 65 VAC
Ubertragungseigenschaften / Transmission parameter
Upstream
‘ p. -
; 65 Depends on
Frequenzbereich / frequency range 85 dipfexer Brumm-Modulation / HUM modulation |dB >@707(1\8
Verstarkung / gain 26 26,5 Zulassige Umgebungstemperatur / c 30 +60
RauschmaR / noise figure 7 ambient temperature B
Interstage-Preemphase / dB 0 10 1 dB steps I_Eln- / Ausgangsmpedanz/ ohm 75
Interstage slope input / output impedance
Ausgangspegelsteller / 1 dB steps Sicherheitsanforderungen )
Output attenuator 8 o i Factory preset -20dB safety requirements nach/ gce. BN G0728-110 2006
Riickflussdampfung Ein- & Ausgang / R ; EMV — Bedingungen / EMC - conditions nach / acc. to EN 50083-2: 2006
return loss input and output e 1808, 1,508 Octminy 128 Storstrahlleistung / radiated power dBpW <20 30 — 950 MHz
Eingangspegel / Input level Schirmungsmal / screening efficiency Klasse A /class A
40dB NPR @ 50MHz load dBmV /Hz -72 -41 . 5/8" adapter ring
50dB NPR @ 50MHz load 64 41 Schuizary peiies Sy IF 68 included
Uberspannungsschutz /
T = p Overvoltage protection il b s
Mechanische Kgnnwg,rt eghanlcal data Ortsgespeiste
- . Schutzklasse / protection class Il Version 230V/ with
" local supply 230V
: Einheiten / Bemerkungen / = =
: : . ,Lﬂfs min. [ typ. I max. et Konformitat / Conformity e
Gehduseabmessungen B x Hx T Druckguss-gehause 2 -
Aanslon Wi M x D mm 225 x 195 x 95 F i cust tosssing L\:g(::-Nr. | article number | 57002007 '
Gewicht / weight kg 1,8
Anzahl der Eingange / no. of inputs Stiick / pcs. 1 Artikel-Nr. | article number
Anzahl der Ausgange / no. of outputs  [Stiick / pes. 1 2 LHD41R 57002098
Anzahl Messbuchsen / no.of test points |Stiick / pcs. 2
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Blockschlatbild / Block diagram Innenansicht / Inner View
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: T o : b =t 2. Cablesimulator DS 0/5/10dB Jumper
i i = el : v s i : i 3. Attenuator DS 0...20dB/AF / Factory preset -20dB
i i £ g : +d bl 4. DSIIXP-Filter
i e\ & g;‘ £ e 5. Equalizer DS 0...25dB/EF 862/1000MHz Jumper
i i 3 §§ 5 ) 6. UPP1/ Universal plug in station
i - : 5 A e 7.V switch 30/40dB
= e  aa N T 18%|§ 3% B &N 8. Slope DS 0...15dB/SF
€ i 2o 58 s3k il S - Ll 9. TP OUT -20dB
§ i zHness 48|, 4 4 s 3 oo ! g 10. Power-ON LED
3 I go \? \\ I vl 11. US/JXP Filter
8 H 5 i i
o & = \vaw/ 8 H 12. Fostra-F
o 1 A 2 ? ! 13. US/Active/Passiv Jumper
b " jpy Y R " : 14. Equalizer US 0...10dB/Er 65/85MHz Jumper
5 i & g |88 = - i - 15. Attenuator US 0...20dB/Ar / Factory preset -20dB
. ! D:' i £ § E i 3 16. Fuse IN/OUT2/0OUT1
: Lo ]& (oo ool el | ) 7. REIN
3g o B T8 i 19. RF OUT1
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Bedienfunktionen / Operating functions

Up ’

SET
P P  Programmiermodus
— AF Dampfung Vorwarts
SET EF Entzerrung Vorwarts
r—\% — SF Zv'\.nschensluf"en Erjtzerrung
AF up 0...20dB Ar Dampfung Riickwarts
DOWN ~ | 1dB steps Er Entzerrung Riickwarts
| S —/
SET
"_\ — P Programming mode
E F P 0...25d8 AF  Attenuator Forward
DOWN | 1dB steps EF Equalizer Forward
e — ——/ SF  Slope Forward
SET Ar Attenuator reverse
. N\ e Er Equalizer reverse
SF upP 0...15d8
DOWN ~ | 1dB steps
| S
SET
) e
up 0...20d8
Ar DOWN ° | 1dB steps
" N’
SET
p— ﬁ
SET E uP 0...10d8
r DOWN 1dB steps
DRSS , S,
uslieferungszustand AF + Ar = -20dB
Factory preset AF + Ar = -20dB
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 Zubehér/ Accessories, optional

Type - Beschreibung / Description ' l . Pat-No
3 FOSTRA-F FSK Transponder 57001981
AGC 303 AGC module -+3dB, 1006MHz 57002091
RLK 565 Diplexer 5-65 / 85-1006MHz 57002095
) RLK 585 Diplexer 5-85 / 103-1006MHz 57002096
VM302 Splitter 4,5dB 57002092
AM 301-10A Tap 10dB, Tap Out 57002093
AM 301-20A Tap 20dB, Tap Out 57002094
AM 301-10B Tap 10dB, Line Out 57002117
AM 301-20B Tap 20dB, Line Out 57002118
LPF 5-65 Low Pass Filter 5-65 MHz 57002295
LPF 5-85 Low Pass Filter 5-85 MHz 57002296
HPF 85-1 High Pass Filter 85-1206 MHz 57002297
HPF 105-1 High Pass Filter 105-1206 MHz 57002298
PAD xL Attenuation PAD 0 dB...20 dB 10161523...43

Innenleiter kiirzen auf Lange L/
Shorten inner conductor to length L

Langs L/

tength L

e

ey

7 i

| B '
+

PG11-Adapter oder 5/8“-Kabelarmaturen miissen separat bestellt werden /
PG11 adapter or 5/8“ hardline connectors must be ordered separately

Montagehinweise fiir Kabelarmaturen - Innenleiterlange/
Mounting instructions for hardline connectors - length of inner conductor

Mur Kabelarmaturen mit O-Ring
verwenden

Kabelarmatur-Mutter mit
Gabelschiussel festzishen

5/8 Kabelarmatur L =21mm
PG11-Kabelarmatur L= 19 mm

58" hardline <o or L=21mm
PG11- hardling connector L = 19 mm

FOSTRA-F Schaltmoglichkeiten /

inheit |

Funktion / function -

FOSTRA-F switching options |/ unit

mit FOSTRA-F /

“Tohne FOSTRAF
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- .. __with FOSTRA-F __|without FOSTRA-F
Upstream Eingangsdampfung (IDS)
Upstream input attenuation (IDS) o kil 9

->
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Sicherheitshinweis

Sicherheitshinweis bitte vor Montage bzw. Inbetriebnahme des Gerates sorgfaltig lesen und beachten.

Liftungsschlitze und Kuhlkorper sind wichtige Funktionselemente an den Geréten. Bei Geraten, die Kihlkorper oder
Luftungsschlitze haben, muss daher unbedingt darauf geachtet werden, dass diese keinesfalls abgedeckt oder zugebaut
werden. Sorgen Sie auBerdem fiir eine groRziigige bemessene Luftzirkulation um das Gerat. Damit verhindern Sie mogliche
Schaden am Gerit, sowie Brandgefahr durch Uberhitzung.

Um sowohl Beschadigungen am Gerat als auch mogliche Folgeschaden zu vermeiden, dirfen fiir Wandmontage vorgesehene
Geréte nur auf einer ebenen Grundflache montiert werden.

Zur Vermeidung gefahrlicher Uberspannungen (z.B. Brandgefahr und Lebensgefahr) muss auf die Erdung angeschlossener
Gerate geachtet werden. Insbesondere miissen die VDE-Richtlinie 0860 (entspricht EN 60065) und die relevanten Vorschriften
fiir die Installation und den Betrieb von Antennen und Antennenanlagen der VDE-Richtlinie 0855 (entspricht EN 50083 bzw. EN
60728) beachtet werden.

Der Montage- bzw. Aufstellort muss eine sichere Verlegung aller angeschlossenen Kabel zulassen. Stromversorgungskabel
sowie Zufiihrungskabel diirfen nicht durch irgendwelche Gegenstande beschadigt oder gequetscht werden. Es ist dariiber
hinaus unbedingt darauf zu achten, dass Kabel nicht in die direkte Nahe von Warmequellen kommen (z. B. Heizkorper, andere
Elektrogerate, Kamin, etc.).

Planen Sie den Montage- bzw. Aufstellort so, dass Sie in Gefahrensituationen den Netzstecker leicht erreichen und aus der
Steckdose ziehen konnen. Wahlen Sie den Montage- bzw. Aufstellort so, dass Kinder nicht unbeaufsichtigt am Gerét und
dessen Anschliissen spielen kénnen.

Vor Offnen des Gerites Netzstecker ziehen bzw. Stromzufiihrung entfernen, andernfalls besteht Lebensgefahr. Dies gilt auch,
wenn Sie das Gerat reinigen oder an den Anschliissen arbeiten. Reparaturen am Gerat sind ausschlieflich vom Fachmann
unter Beachtung der geltenden VDE-Richtlinien durchzufiihren.

Sofern eine austauschbare Sicherung vorhanden ist, ist vor dem Weehsel der Sicherung der Netzstecker zu ziehen. Defekte
Sicherungen diirfen nur durch normgerechte Sicherungen des gleichen Nennwertes ersetzt werden.

Important safety advice

Please read these safety advice’s carefully before installing or putting into service your equipment and follow their instructions.
Ventilating slots and dissipaters are important parts of the equipment. For devices that are equiped with dissipaters or
ventilating slots it is therefore absolutely necessary to make sure that they are under no circumstances covered or blocked. Also
care for a generous air circulation around the equipment. In this way you avoid possible damages to the equipment as well as a
risk of fire caused by overheating.

In order to prevent your equipment from damages and to avoid possible consequential damages the devices foreseen for wall
mounting may only be installed on flat ground.

In order to avoid dangerous overvoltages (e.g. risk of fire and danger of life) the earthing of the connected devices must be
considered. Especially the VDE-regulation 0860 (corresponding to EN 60065) and the relevant regulations for the installation
and operation of antennas and antenna systems according to VDE-regulation 0855 (corresponding to EN 50083 or EN 60728)
must be observed.

The place of installation or mounting must allow a safe laying of all the cables connected.

Power supply cables as well as feeder lines may not be damaged or squeezed by objects of any kind.

Furthermore, it is absolutely necessary that cables do not come near any source of heat (e.g. heaters, other electrical
equipment, chimney etc.).

Design the place of installation or mounting so that the power plug can be reached and pulled out of the socket easily in case of
danger. Choose the place of installation or mounting considering that children may not play unsupervised near the equipment
and its connections.

Before opening the equipment pull out power plug or remove power supply, otherwise there is danger of life. This is also valid
for cleaning the equipment or working on the connections.

Repairs on the equipment may only be carried out by specialists observing the valid VDE-Regulations.

Provided that an exchangeable fuse exists the power plug must be pulled out before changing the fuse. Defective fuses may
only be replaced by fuses that comply with the standards and have the same nominal value.

CATV/HFC installation practice

CATV/HFC technician knows normally, that coaxial cable should never be connected when they have the remote power
voltage active because this will produce unsafe contacting with sparkles producing high peak voltages when the fuse is
already plugged in. Therefore switching is only allowed by co ing / di: ing the fuses. Fuses are connected
behind the power chokes so the produced sparkles with their interfering signals are suppressed into direction to the
amplified RF signal path.

Attention!!!

The amplifier can also be destroyed by connecting too high RF signal voltages (normal TV and DOCSIS services, RF signal
overdrive of amplifier stages mainly with high gain amplifiers) at the input. Therefore it is r ded to reduce the gain to
the minimum value before connecting life signals with their high value of RF total power. This is valid for downstream and
upstream.
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